
CA-PSF250
PSATEK SEMI-FLEXIBLE CABLE ASSEMBLY, PSF250, DC~6GHz

FEATURES:

•  Applicable in Frequencies up to 6GHz
•  Handformable
•  High RF Sheilding>100dB

APPLICATIONS

•  Laboratory
•  Communication Systems

ELECTRICAL SPECIFICATIONS: ORDERING INFORMATION:

OPERATING FREQUENCY DC~6GHz               CA - PSF250 - 6 - NMNM - 0.5
MAX OPERATING FREQUENCY 19GHz CABLE ASSEMBLY

IMPEDANCE 50±2.0 Ω PSATEK SEMI-FLEXIBLE 250

CAPACITANCE 100pF/m STOP FREQUENCY(GHz)

VELOCITY OF PROPAGATION 70% RF CONNECTORS

SCREENING EFFECTIVENESS 100dB min. (NMNF :N male - N male)

VOLTAGE RATING 2500V, DC OVERALL LENGTH (m)

TIME DELAY 4.7nS/m

PERFORMANCES BY FREQUENCIES(25℃ / Sea Level)

FREQUENCY GHz 0.1 0.3 0.5 1 2 3 4 5 6
ATTENUATION, MAX dB/100m 6.77 12.14 16.03 23.6 35.23 44.9 53.55 61.55 69.09

INPUT POWER(CW), MAX Watts 1831 1022 774 526 352 276 232 202 180

ENVIROMENTAL & MECHANICAL SPECIFICATIONS: MECHANICAL OUTLINE(mm):

OPERATING TEMPERATURE -55℃~+225 ℃
SINGLE BEND RADIUS 30mm
REPEATED BEND RADIUS 120mm

CONSTRUCTION SPECIFICATIONS:

INNER CONDUCTOR① Silver-plated Copper 1.63±0.02mm

DIELECTRIC② PTFE 5.31±0.05mm
OUTER CONDUCTOR③ Tinned Copper Wier 6.20±0.05mm

Braid and Tin Soaked

PSATEK INC. 5F, Unit 1, Blg 4, No. 486,                    Phone: +86 17882494562

Specializing in RF & Microwave Components Guanghua East, 3rd Road,                    Email:  sales@psatek.com

Qingyang District, Chengdu, China                    www.psatek.com

http://www.psatek.com

