
PCA1
PSATEK IN SERIES COAXIAL ADAPTER 1.0mm, DC~110GHz

FEATURES: ORDERING INFORMATION:

• Low VSWR PCA1M1M - PSATEK COAXIAL ADAPTER 1.0mm Male to 1.0mm Male
• Up to 110GHz

APPLICATIONS:

• Enables Between Series Connections
• General Purpose Test

ELECTRICAL SPECIFICATIONS:

FREQUENCY RANGE(GHz) DC~110GHz
IMPEDANCE 50Ω PCA1M1F - PSATEK COAXIAL ADAPTER 1.0mm Male to 1.0mm Female
VSWR 1.5 Max
INSERTION LOSS 0.6dB Typ.

ENVIROMENTAL SPECIFICATIONS:

OPERATING TEMPERATURE -45℃~+85℃

MECHANICAL SPECIFICATIONS:

RF CONNECTOR 1.0mm
OUTER CONTACT MATERIAL Stainless Steel PCA1F1F - PSATEK COAXIAL ADAPTER 1.0mm Female to 1.0mm Female
CONTACT MATERIAL Beryllium Copper
INSULATION MATERIAL PEI
MATING LIFE CYCLE 2000 Cycles

Unit: mm

Tolerance: ±0.2mm
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