
PSDC-01001200-16S30
SINGLE DIRECTIONAL COUPLER, 1~12GHz, 30W, SMA, 16dB

FEATURES:

•  Broadband
•  Low Insertion Loss

APPLICATIONS:

•  Transmitter
•  Radar
•  RF Tests and Instrumentation
•  Communication Systems

ELECTRICAL SPECIFICATIONS: ORDERING INFORMATION:

FREQUENCY RANGE 1~12GHz PSDC - 0100 1200 - 16 S 30
COUPLING 16±1dB PSATEK SINGLE

INSERTION LOSS 0.68dB max DIRECTIONAL COUPLER

FREQUENCY SENSITIVITY ±1dB max MIN STOPBAND FREQUENCY(GHz)

VSWR 1.45 max MAX STOPBAND FREQUENCY(GHz)

DIRECTIVITY 15dB min COUPLING(dB)

POWER HANDLING 30W min RF CONNECTOR(SMA :S)

IMPEDANCE 50Ω POWER HANDLING(W)

ENVIROMENTAL SPECIFICATIONS: MECHANICAL OUTLINE(mm[inch]):

OPERATING TEMPERATURE -35℃~+75 ℃

MECHANICAL SPECIFICATIONS:

SIZE 73*17*11mm
CONNECTOR SMA Female
SURFACE FINISH Black Paint
WEIGHT 50g
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